> MULTIPURPOSE RADIAL

For use in loader, earthmover Aggress_lve tr_actlon _Remforceq sidewall

! e pattern ideal in muddy improves impact
and agricultural applications ground conditions resistance and protects
where high traction is required. Wide tread profile for rim from damage

stability and flotation

TIRE TECHNICAL SPECIFICATIONS & APPLICATIONS

38.9 131 23 6 54 6400

335/80R18 EM TL 11.00 145A2
989 334 19 10 375 2900
38 14.3 26 6 54 6600

365/70R18 EM TL 11.00 146A2
966 363 21 10 375 3000
40.3 15.9 26 6 54 8050

405/70R18 EM TL 13.00 153A2
1023 405 21 10 375 3650
4 13.1 23 6 54 6800

335/80R20 EM TL 11.00 147A2
1041 334 19 10 375 3075
42.9 14.3 23 6 54 8050

365/80R20 EM TL 11.00 153A2
1089 363 19 10 375 3650
42.4 16 26 6 54 8550

405/70R20 EM TL 13.00 155A2
1076 407 21 10 375 3875
46.5 16.1 26 6 54 9350

® 405/70R24 EM TL 13.00 158A2
N 1181 409 21 10 375 4250




335/80R18 MPT TL 11.00 132K
989 334 19 110 350 2000
4 13.1 23 68 94 7150
335/80R20 MPT TL 11.00 149K
1041 334 19 110 650 3250
38.9 13.1 23 30 54 6000
340/80R18 IND TL 11.00 143A8/B
989 334 19 50 375 2725
40.3 15.9 26 30 54 6800
400/70R18 IND TL 13.00 147A8/B
1023 405 21 50 375 3075
49.2 18.1 30 30 54 9650
460/70R24 IND TL 14.00 159A8/B
1249 460 24 50 375 4375
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