
TERRA HIGH FLOTATION BIAS PLY TIRE HF3

Wide profile traction tire designed for high flotation and minimal soil compaction.

 Î Reinforced undertread and shoulder protects from cuts and stubble damage

 Î Cut resistant tread compound extends tire life

 Î Wide, aggressive tread design provides excellent traction and stability

 Î Large footprint reduces ground pressure and soil disturbance

MS935

TIRE TECHNICAL SPECIFICATIONS & APPLICATIONS

MS935     LOAD AND INFLATION 

Standard  
Size LI / SS PR

Service  
Speed  

(mph/kph)

TIRE LOAD LIMITS AT VARIOUS COLD INFLATION PRESSURES (lbs/kg)

15 psi 20 psi 25 psi 30 psi 35 psi 40 psi 45 psi 50 psi 60 psi

1 bar 1.4 bar 1.7 bar 2.1 bar 2.4 bar 2.8 bar 3.1 bar 3.4 bar 4.1 bar

42x25.00-20 142B 16
30 2540 3000 3420 3740 4180 4400 4800 5145 5840 (16)

50 1150 1360 1550 1700 1900 2000 2180 2330 2650 (16)

48x25.00-20 149B 12
30 3740 4400 5080 5680 6150 6600 7150 (12)

50 1700 2000 2300 2575 2800 3000 3250 (12)

48x31.00-20 148B 12
30 3960 4680 5360 5840 6400 6950 (12)

50 1800 2120 2430 2650 2900 3150 (12)

66x43.00-25 174B 20
30 7400 8800 9900 11000 12300 13200 13900 14800 (20)

50 3350 4000 4500 5000 5600 6000 6300 6700 (20)

73x44.00-32 175B 16
30 8550 10200 11700 12800 14300 15200 (16)

50 3875 4625 5300 5800 6500 6900 (16)

Item  
Number Size LI / SS PR Type Rim  

(Rec.)
Rim  

(Alter.)

S.W. O.D. S.L.R. R.C. Tread  
Depth
32nds  
mm

Weight
lbs 
kg

in mm in mm in mm in mm

V346026 42x25.00-20 142B 16 TL 20.5HF 20.5HF/VF 24.8 630 43.8 1112 19.1 485 132.6 3369 44
35

247
112

V346027 48x25.00-20 149B 12 TL 20.5HF 20.5HF/VF 24.8 630 50.3 1277 22.3 566 152.4 3869 57
45

298
135

V346028 48x31.00-20 148B 12 TL 26.0HF 30.5 775 50.3 1277 22.4 569 152.4 3869 57
45

344
156

V346029 66x43.00-25 174B 20 TL 36.0TH 41.5 1054 68.5 1740 30.3 770 207.6 5272 73
58

818
371

V346030 73x44.00-32 175B 16 TL 36.0VA 44 1118 75.3 1912 32.8 833 228.1 5793 96
76

1175
533


