
BIAS PLY IMPLEMENT TIRE I1

Ribbed implement I1 pattern for high flotation and 
minimal soil disturbance.

 Î Extra wide tread design provides maximum flotation

 Î Deep undertread and reinforced shoulder for 
improved stubble resistance

 Î Special cut resistant compound improves wear  
and reduces tread chunking

 Î Low rolling resistance

MS963

Metric  
Size PR LI / SS

Service  
Speed  

(mph/kph)

TIRE LOAD LIMITS AT VARIOUS COLD INFLATION PRESSURES (lbs/kg)

24 psi 28 psi 32 psi 36 psi 40 psi 44 psi 48 psi 52 psi 56 psi 60 psi 64 psi

1.7 bar 1.9 bar 2.2 bar 2.5 bar 2.8 bar 3 bar 3.3 bar 3.6 bar 3.9 bar 4.1 bar 4.4 bar

6.70-15 6 97B
10/15 1230/560 1345/610 1470/665 1600/725 1750/795 1850/840

30/50 1070/490 1170/530 1280/580 1390/630 1520/690 1610/730

7.60-15 8 106B
10/15 1415/640 1600/725 1750/795 1900/860 2020/915 2150/975 2280/1030 2400/1090

30/50 1230/560 1390/630 1520/690 1650/750 1760/800 1870/850 1980/900 2090/950

9.5L-14 8 111B
10/15 1800/815 2020/915 2220/1005 2400/1090 2530/1145 2790/1265

30/50 1570/710 1760/800 1930/875 2090/950 2200/1000 2400/1090

9.5L-15 8 112B
10/15 1900/860 2090/950 2350/1065 2530/1145 2690/1220 2840/1290

30/50 1650/750 1820/825 2040/925 2200/1000 2340/1060 2470/1120

9.5L-15 12 121B
10/15 1900/860 2090/950 2350/1065 2530/1145 2690/1220 2840/1290 2990/1360 3170/1440 3350/1520 3450/1565 3680/1670

30/50 1650/750 1820/825 2040/925 2200/1000 2340/1060 2470/1120 2600/1180 2760/1250 2910/1320 3000/1360 3200/1450

11L-14 8 112B
10/15 2150/975 2350/1065 2610/1180 2840/1290

30/50 1870/850 2040/925 2270/1030 2470/1120

11L-15 8 113B
10/15 2220/1005 2470/1120 2690/1220 2920/1325

30/50 1930/875 2150/975 2340/1060 2540/1150

11L-15 12 121B
10/15 2220/1005 2470/1120 2690/1220 2920/1325 3170/1440 3350/1520 3540/1605 3680/1670

30/50 1930/875 2150/975 2340/1060 2540/1150 2760/1250 2910/1320 3080/1400 3200/1450

12.5L-15 10 123B
10/15 2610/1180 2920/1325 3170/1440 3450/1565 3680/1670 3930/1780

30/50 2270/1030 2540/1150 2760/1250 3000/1360 3200/1450 3420/1550

12.5L-15 12 127B
10/15 2610/1180 2920/1325 3170/1440 3450/1565 3680/1670 3930/1780 4190/1900 4440/2000

30/50 2270/1030 2540/1150 2760/1250 3000/1360 3200/1450 3420/1550 3640/1650 3860/1750

12.5L-16 14 130B
10/15 2760/1250 3080/1400 3350/1520 3540/1605 3800/1720 4050/1835 4300/1950 4550/2060 4810/2180

30/50 2400/1090 2680/1215 2910/1320 3080/1400 3300/1500 3520/1600 3740/1700 3960/1800 4180/1900

16.5L-16.1 10 138B
10/15 4550/2060 5060/2295 5520/2500 5980/2710

30/50 3960/1800 4400/2000 4800/2180 5200/2360

16.5L-16.1 14 145B
10/15 4550/2060 5060/2295 5520/2500 5980/2710 6530/2960 6900/3130 7360/3340

30/50 3960/1800 4400/2000 4800/2180 5200/2360 5680/2575 6000/2725 6400/2900

21.5L-16.1 10 146B
10/15 6900/3130 7590/3440

30/50 6000/2725 6600/300

21.5L-16.1 14 152B
10/15 6900/3130 7590/3440 8220/3730 9030/4100

30/50 6000/2725 6600/300 7150/3250 7850/3550

MS963     LOAD AND INFLATION 

TIRE TECHNICAL SPECIFICATIONS & APPLICATIONS

Item  
Number Size PR LI / SS Type Rim  

(Rec.)

S.W. O.D. S.L.R. R.C. Min Dual  
Spacing Tread Depth Weight

in mm in mm in mm in mm in mm 32nds mm lbs kg

65029 6.70-15 6 978 TL 4.00 7.0 178 28.4 721 13.0 330 85 2159 8.9 225 7 6 21 10

65030 7.60-15 8 106B TL 5.50 7.6 193 28.9 734 13.2 335 87 2213 9.9 250 8 6 26 12

65016 9.5L-14 8 111B TL 7.00 9.5 241 29.4 747 13.4 340 89 2253 12 304 9 7 28 13

65018 9.5L-15 8 112B TL 8LB 10.5 266 30.2 768 13.8 351 91 2316 12 304 9 7 31 14

65019 9.5L-15 12 121B TL 8LB 10.5 266 30.2 768 13.8 351 91 2316 12 304 9 7 31 14

65017 11L-14 8 112B TL 8.00 11.0 279 29.7 754 13.5 343 90 2296 13.6 345 9 7 33 15

65020 11L-15 8 113B TL 8.00 10.8 274 30.2 767 13.9 354 92 2336 13.6 345 9 7 35 16

65021 11L-15 12 121B TL 8.00 10.8 274 30.2 767 13.9 354 92 2336 13.6 345 9 7 36 17

65022 12.5L-15 10 123B TL 10LB 13.0 331 32.4 822 14.7 374 97 2464 15.3 387 9 7 46 21

65023 12.5L-15 12 127B TL 10LB 13.0 331 32.4 822 14.7 374 97 2464 15.3 387 9 7 47 22

65024 12.5L-16 14 130B TL 10.00 12.5 318 33.4 848 15.2 386 100 2542 15.3 387 11 9 48 22

65025 16.5L-16.1 10 138B TL 14.00 16.5 419 40.8 1036 18.5 470 120 3049 19.6 499 15 12 91 41

65026 16.5L-16.1 14 145B TL 14.00 16.5 419 40.8 1036 18.5 470 120 3049 19.6 499 15 12 94 43

65027 21.5L-16.1 10 146B TL W16C 21.4 543 44.1 1120 19.7 500 130 3296 25.2 639 18 14 141 64

65028 21.5L-16.1 14 152B TL W16C 21.4 543 44.1 1120 19.7 500 130 3296 25.2 639 18 14 144 65


