
TIRE TECHNICAL SPECIFICATIONS & APPLICATIONS

size rating type rim

o.d. s.w. t.d. inflation 
pressure

l.c.c.  
(lbs/kg)

inflation 
pressure

l.c.c.  
(lbs/kg)

l.i.
in in 32nds psi 5 mph psi 30 mph

mm mm mm KPa 10 kph KPa 50 kph

14.00R25 ★★★ TT 10.00/2.0
53.5 14.3 34 116 14100 174 21825

173B/188A2
1359 365 27 800 6400 1200 9900

16.00R25 ★★★ TT/TL 11.25/2.0
58.5 17.0 35 116 17637 174 26895

180B/195A2
1487 433 28 800 8000 1200 12200

16.00R25 
(MS308+)

★★★ TT/TL 11.25/2.0
59.5 17.1 40 116 17637 174 26895

180B/195A2
1512 435 32 800 8000 1200 12200

16.00R29 ★★★ TT/TL
11.25/2.0 
11.5/2.0

64.2 17.7 40 116 17637 174 30000
180B/199A2

1630 450 32 800 8000 1200 13600

16.00R29 
(MS308 PRO)

★★★ TT/TL
11.25/2.0 
11.5/2.0

64.2 17.7 40 116 19400 174 30000
183B/199A2

1630 450 32 800 8800 1200 13600

460/95R25 ★★★ TT/TL 11.25/2.0
60.0 18.0 35 116 20062 174 30865

184B/200A2
1522 456 28 800 9100 1200 14000

475/95R25 ★★★ TT/TL 11.50/2.0
61 19 35 116 21275 174 32740

186B/201A2
1540 470 28 800 9650 1200 14850

18.00R25 ★★★ TT/TL 13.00/2.5
66.5 19.8 40 116 22708 174 32740

189B/204A2
1688 504 32 800 10300 1200 16000

480/95R29 ★★★ TT/TL 13.00/2.5
64.5 19.0 40 116 20834 174 31967

186B/201A2
1636 486 32 800 9450 1200 14500

505/95R29 ★★★ TT/TL 13.00/2.5
77.0 20.5 40 116 24030 174 36917

191B/205A2
1700 518 32 800 10900 1200 16700

MS308   E3

A high traction E3 pattern for use in 

dump truck applications. Engineered 

for long-haul, high-speed, steep 

gradient operations in soft conditions.

	Î High strength steel and 
bead provide superior 
loading performance

	Î Wide, flat footprint 
profile for maximum 
stability and wear

	Î Open shoulder 
design optimizes heat 
dissipation

	Î Staggered tread design 
delivers excellent 
traction and self-
cleaning performance
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